- NOTE: HALFWAY BLVD. IS ASSUMED

IN AN EAST-WEST DIRECTION.
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TO RUN

THERE ARE TWO(2) HANDHOLES
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T~

NEMA PHASING

@2 g4
k»
|
|
|
26
PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT DPERATE CONCURRENTLY.
2. FHABES ARSOCIATED BY A DABHED LINE WILL OPERATE CONCURRENTLY.

UTILITY LEGEND
GAS MAIN

WATER MAIN

SEWER MAIN

ELECTRIC CABLES

AERIAL CABLES
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TELEPHONE CABLES

CONSTRUCTION DETALS

A instoll 27 steelpole with a 70' mast orm, traffic signoi heods, 20’ lighting arm with

C.

6 250W-HPS iumingire os shown. (Note: 1-2", 90* polyvinyl chioride (Schedule 80)

bend ond 2-3", 90" polyvinyl chioride (Schedule 40) bends.)

instoll NEMA size “5" pole-mounted cabinet and controller witn oll necessary
squipment oa shown. (Note: 1-3" L)

instoll Micro-ioop probe os shown.

install hondhole.
instoll 1" golvanized stesislectrical conduit (detector wire sisave).

install 3" polyvinyl chioride slactrical conduit (Schedule 80) (pushed).
instok 3" polyvinyl chioride electricol conduit (Schedule 40) (trenched).
Remove existing siopiine ond inatol new stopline on shown.

Propossd overheod siectrical service by Allagany Power Company to esisting sircin pole.

Pull back mxiating 20-conductor cable, 12-poir inlerconnect coble ond moiniine daetector
cable from the existing pole-mountad cabinet to hondhole notsd as Construction Detok
"S1". Reroute cable to pr pole-mountied cobinet o shown in the Wiring Diagrom.
Pull back exiating i-81 detector cable (presenss loops ond queing) from cabinet gcross

to the muinting on the nor t quodront and ie tha axisting hondhole.
{The Queuing loop will be d to hondhola detad "S2" ond the Presense loopa to
detoil "S3".) ond reroute to the proposed cabinet.

S1-3. Use existing handhole. Ses Construction Detoil "R" ond Wiring Diagram.
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Use axisting conduit.

Use axisting pole.

. Use sxisting apon.
Remove axisting pole, aquipment and cobinet - foundation shak be chippad 12" beiow grade.
Remove axisting pole ond foundation 12 below grode.

Remove axisting span, signal heods and sign.

AA. Remove axisting handhole.
B. Cap ond cbandon existing conduit.
CC. Use existing pole, Instok 2" pvc conduit to existing 2" bend in the pole base for the

servica of the mast orm structure. The mater socket ond disconnect switch shali
be locoted on the existing pole.

HANDHOLE

LIGHTING
CABINET

GENERAL NOTES

1. Electrical service shallbe provided by Aleghany Power Co.

to the North Side of Halfway Blvd.

2. Interzconnection and Detection shall be maintained and the

rewiring willbe performed during off-peak hours.

3. Signal Reconstruction shallbe compieted prior to M.0.T. Phase L
4. The Ultimate Signal Design shailbe completed prior to M.O.T. Phase II.

5. When the ultimate signaiis turned on, the contractor sholiremove the
temporary signal. The mast arm, pole ond cabinet/controlior shall

be returned to the MSHA signal shop.

TEMPORARY SIGNAL M.O.T. PHASE 1

REVISIONS
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